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INFORMAZIONI GENERALI

INFORMAZIONI VETTURA

Anno di immatricolazione
Marca

Modello

Sistema d’alimentazione
Centralina Benzina
Codice Motore
Cilindrata

Potenza

N° di cilindri

N° di valvole

Cambio

Trazione

Categoria Veicolo

Normativa Antinquinamento

INFORMAZIONI IMPIANTO

GAS ECU
Minimum Firmware Version
Minimum Software Version

Cablaggio stacca iniettori
Carburante

Riduttore
Pressione riduttore
T acqua

Tipo di filtro LPG

Modello iniettori
Ugello iniettori gas
Ugello collettore

Serbatoio

Dimensioni serbatoio
Multivalvola

Sensore di livello

2006

AUDI

A3

Iniezione Diretta
BOSCH MED 9.5.10
BVY

1.984 cc

110 kW

4

16

Manuale
Anteriore

M1

Euro 4

Antonio Injection System — AlS

ECU_LCB_01_M2_Fw_02_41.Icb2

3.7.0

4 cilindri Universale
LPG

GPLRIS o GPLRIS NEW
1.1 Bar

/

/

Romano FAST 2
1.8 mm
STANDARD

Toroidale
Romano
Romano

Antonio Injection System — Scheda d’installazione

M2

Codice RSA144U

Codice RRIS/00 o RRIS/14



CENTRALINA ORIGINALE
D’INIEZIONE

TUBI ACQUA
RISCALDAMENTO
DA COLLEGARE AL
RISCALDAMENTO

RIDUTTORE

VANO MOTORE

FORATURA UGELLI GAS NEL

COLLETTORE BOBINA D’ACCENSIONE

Il cilindro 1 é quello lato Cilindro 1

distribuzione
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-TTRICO D’INSTALLAZIONE

f:l[ CONNETTORE
BOBINA D’ACCENSIONE

M ]
PIN. 3 GIRI

PIN. 1 +12V SOTTO CHIAVE

ROSSO - BIANCO

Pin. 34 cilindro 4

GIALLO - NERO

Pin. ilindro 1

W 1 BLU - NERO
o

N X%

§ L BLU

4

(’5 Pin. ilindro 2

8 $ ROSSO - NERO
—

S 3

- L ROSSO

e

g Pin. 49 cilindro 3

g ; VERDE - NERO
g x

N l VERDE

=

w

m

w
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w
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GIALLO

INIETTORI BENZINA

B

1

t t t t INIETTORI GAS

RELAY ~ COMMUTATORE MAP
0
- ”
S
PRESA ODB VISTA FRONTALE
MARRONE : <«—PIN 6
GIALLO - VERDE !

AEEEEEEE

C——
3| | F [
5

GIALLO - GRIGIO

<«— PIN 14

VERDE am» ISOLARE

=l PRESA
DIAGNOSI

Sensore Pressione Benzina, SEGNALE
Pin N°2 del sensore o
Pin N° 43 del connettore della centralina

BRIGLIA COLLEGAMENTO MULTIVALVOLA

|

GRIGIO - NERO

X

4 VIOLA - NERO

[BIANCO oy |SOLARE

GIALLO - ROSSO

ISOLARE
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FUSIBILE MAX 15A
)

E,e

SENSORE
BATTERIA - ’ GRIGIO ISOLARE PRESSIONE
BENZINA

VIOLA

ISOLARE



| AGGIUNTIVE

PIEDINATURA CENTRALINA INIEZIONE BENZINA BOSCH MED 9.5.10

Pin. 48 cilindro 2 Pin. 49 cilindro 3 Pin. 43 Sensore pressione benzina

——-

46 mm EDoEpEEDEErR @60
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-3 -A -8
~f -1 -8

Pin. 33 cilindro 1

Pin. 34 cilindro 4

PRESA DIAGNOSI OBD
SOTTO AL CRUSCOTTO LATO GUIDA
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FORATURA COLLETTORI ASPIRAZIONE
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e B

UGELLO
Gilindro 1 UGELLO UGELLO UGELLO
Cilindro 2 Cilindro 3 Cilindro 4

Lato distribuzione




INFORMAZIONI AGGIUNTIVE

ATTENZIONE

Durante l'installazione non fissare nessun dispositivo nei pressi della valvola EGR,
o direttamente sul tubo metallico che gira attorno al motore, vedi foto sotto.

Queste parti durante il funzionamento del motore raggiungono temperature molto elevate.

Antonio Injection System — Scheda d’installazione
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GENERAL INFORMATION

VEHICLE INFORMATION

Year of manufacture 2006

Brand AUDI

Model A3

Fuel system Direct injection

Petro ECU BOSCH MED 9.5.10

Engine code BVY

Displacement 1.984 cc

Power 110 kW

N° of Cylinders 4

N° of Valves 16

Gear box Manual transmission

Traction Front - wheel drive

Vehicle category M1

Emission standard Euro 4

INFORMAZIONI IMPIANTO

GAS ECU Antonio Injection System — AlS M2
Minimum Firmware Version ECU_LCB_01_M2_Fw_02_40.Icb2
Minimum Software Version 3.7.0

Cut injector wiring 4 cylinders UNIVERSAL Code RSA144U
Fuel Type LPG

Reducer GPLRIS o GPLRIS NEW Code RRIS/00 o RRIS/14
Pressure reducer setting 1.1 Bar

T water /

Type of LPG filter /

Injectors model Romano FAST 2

Gas injector nozzels 1.8 mm
Manifold nozzels STANDARD
LPG Tank Toroidal
LPG Tank dimension /
Multivalve Romano
Level sensor Romano

Antonio Injection System — Scheda d’installazione



T UBICATION

PETROL ECU

FOR THE REDUCER
HEATING, CUTING THE
ORIGINAL HOSE INDICATED
IN THE PICTURE

ENGINE COMPARTMENT

MANIFOLD NOZZLE

INSTALLATION IGNITION COIL

Cylinder 1

The cylinder N° 1 is the right
timing side

ction System - Installation diagram



DIAGRAM

o IGNITION COIL
CONNECTOR CHANGE
RELAY ; MAP
5T OVER-SWITCH
[ S
PIN. 3 RPM ~
= $
PIN. 1 +12V UNDER KEY
OBD SOCKET FRONT VIEW
WHITE - RED BROWN «—PIN6
Pin. 33 cylinder 1 YELLOW - GREEN
» ; BLUE - BLACK
o
w
o1 BLUE [EEEE
s S——
= | Pin. 48 cylinder 2 J e e
z $ RED - BLACK 3
& | YELLOW - GREY
lu v o
¥ | RED
w
- Pin, 49 cylinder 3 R
s GREEN - BLACK
8 GREEN «m DONOT
3 x — =l DIAGNOSTIC CONNECT
2 s CONNECTOR
g Pin. 34 cylinder 4
o
: YELLOW - BLACK PETROL PRESSURE
. CABLE FOR MULTIVALVE CONNECTION SIGNAL POSITION
E Pin N° 2 OF THE SENSOR or
Pin N° 43 OF THE PETROL ECU

PETROL INJECTORS

S ——
I ¥

g

GREY - BLACK

>

1& t t t GAS INJECTORS

VIOLET - BLACK

(WHITE o ISOLARE
FUSE MAX 15A J
> i
BATTERY PETROL
CREY o PRESSURE
DO NOT SENSOR
VIOLET CONNECT
DO NOT YELLOW - RED [VIOLET __
CONNECT

Injection System - Installation diagram




-)NAL INFORMATION
PETROL ECU PINOUT - BOSCH MED 9.5.10

Pin. 48 cylinder 2 Pin. 49 cylinder 3 Pin. 43 Petrol pressure sensor

-
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Pin. 33 cylinder 1

Pin. 34 cylinder 4

OBD CONNECTOR
UNDER THE DASHBOARD

- Injection System - Installation diagram



NOZZLE
Cilinder 1

right timing side

MANIFOLD NOZZLE INSTALLATION

NOZZLE NOZZLE
Cylinder 2 Cylinder 3

NOZZLE
Cylinder 4




ADDITIONAL INFORMATION

ATTENTION

During installation, do not attach any device near the EGR valve,
or directly on the metal tube that turns around the engine, see photo below.

These parts during operation of the motor can reach very high temperatures.

Antonio Injection System - Installation diagram




